CompTIA A+ Study


    *** Ch. 05 - RAM ***

2. DDRxxx Input/Output rating for PC3200 (the PC speed rating) = 400MHz

* NOTE: Divide the PC (per clock cycle) by 8

[Example: 3200 divided by 8 = 400]



    *** Ch. 07 - Motherboards ***

3. Replacing a 10/100 NIC with a GB NIC = install drivers for the new NIC in order for the PC to use it

* NOTE: The answer is true of ALL HARDWARE REPLACEMENTS OR UPGRADES



    *** Ch. 08 - Power Supplies ***

1. ATX motherboard 12v P1 connector = 3.3v, 5v, and 12v of power

* NOTE: 4-pin Molex connectors provide 5v and 12v of power

* NOTE: AUX connectors provide 3.3v and 5v of power


2. The purpose of Case Fans is to = Pull air TO the PC and DRAW (exhaust) hot air fom INSIDE of the PC

* NOTE: Case Fans DO NOT directly cool your CPU (Processor)

* NOTE: Case Fans can also bring a lot of dust into your PC


    *** Ch. 10 - Implementing Hard Drives ***

1. A RAID 5 set up on a server with 10 HDDs installed can allow this many HDDs to fail and STILL FUNCTION = 1

* NOTE: A RAID 5 can only allow 1 HDD to fail no matter how many HDDs installed

* NOTE: A RAID 0 can't allow ANY HDD failures (zero)

* NOTE: A RAID 6 can allow 2 HDD failures (two)


    *** Ch.12 - Building a PC ***

* NOTE: CAD = Computer Aided Drafting

* NOTE: A "Thin Client" is used in a network environment (coffee shop); has very little hardware resources of its own; connects to a server to get anything done

* NOTE: A "Thick Client" is a regular PC (home PC)



    *** Ch. 21 - Local Area Networking ***

5. The connector type that's associated with Fiber Connection is the = LC Connectors

* NOTE: RJ-45 connectors are used with UTP cables for Ethernet

* NOTE: RJ-11 connectors are used with telephone cables

* NOTE: HDMI cables have either 19 or 29 wires



    *** Ch. 22 - Wireless Networking ***

6. The following wireless standard uses MIMO (Multiple Input Multiple Output) = 802.11n (600 Mbps), which uses multiple ANTENNAS at BOTH the transmitter AND receiver, which improves communication performance

* NOTE: 802.11a, 802.11b, 802.11g DO NOT use MIMO technology



    *** Ch. 27 - Printers and Multufunction Devices ***

4. An Inkjet printer's output has the bottom of every letter missing in text and strange horitzontal lines evenly spaced in images. The part that's malfunctioning is = Printhead

* NOTE: Missing linges of horizontal print jobs ALWAYS point to the Printhead

* NOTE: Inkjet printers DO NOT have "Photosensitive Drums"


5. The following printer is most likely to have a cartridge alignment failure = Color Inkjet; these can lose alignment over time, causing fuzzy printout; to fix, just print an "Alignment Page"

* NOTE: Inkjets are the ONLY printers with cartridges that NEED to be aligned to work properly


